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Abstract. A compact and low-cost detection electronics
scheme for optical coherence imaging is demonstrated. The
performance of the designed electronics is analyzed in com-
parison to a commercial lock-in amplifier of equal bandwidth.
Images of a fresh-onion sample are presented for each de-
tection configuration. © 2006 Society of Photo-Optical Instrumentation
Engineers.
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Optical coherence imaging is a biomedical optical imag-
ing tool based on a low-coherence interferometer structure
that is used to obtain cross-sectional images of highly scat-
tering samples with resolutions in the micrometer range.1

Such images are reconstructed by recording and processing
the interference of backscattered and/or backreflected light
from the sample with reference light backreflected from a
retroreflector. Scanning the position of the reference ret-
roreflector, which may be performed by a linear transla-
tional stage, varies the optical range in the sample from
which light scattered or backreflected can interfere with the
reference light. The moving retroreflector induces a Dop-
pler frequency shift fD in the reference light, which is given
by fD=2vm /�0, where vm is the speed of the translational
stage and �0 is the source center wavelength. When the
Doppler-shifted reference light is recombined with the
sample light at the beam splitter of the interferometer to
produce interference at the photodetector, the Doppler shift
is transferred to the frequency of the generated electrical
signal.

The signal obtained can also be modulated by an exter-
nal phase modulator, such as a piezoelectric fiber stretcher,2

and piezo-stack.3 The detection electronics that amplifies
the signal and conducts the demodulation is required in
time domain �TD� optical coherence imaging for medical
and biologic applications to obtain high sensitivity. The de-
modulation process can occur by either mixing or envelope
detection. Envelope detection is more advantageous than
mixing when the phase or frequency of the carrier has non-
0091-3286/2006/$22.00 © 2006 SPIE �
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inear variations, for example, due to nonlinear sweeping of
he reference mirror or nonlinear frequency chirping.4 Such
onlinear variations are common in Fourier domain �FD�
ptical delay lines used in TD optical coherence high-speed
maging. The instrumentation and the optimization of an
ptical coherence imaging system are challenging.5 Loga-
ithmic amplifiers,6 RMS voltmeters,3 analog CMOS cir-
uits based on mixing for demodulation,7 and field-
rogrammable gate arrays �FPGA�8 have been employed in
arious optical coherence imaging systems for signal pro-
essing after photodetection. In this letter, we demonstrate
ompact low-cost demodulating envelope detection elec-
ronics with monolithic integrated-circuit active filters and
emodulating logarithmic amplifier. Although FD optical
oherence imaging has a typical sensitivity advantage over
D optical coherence imaging, to fully exploit the advan-

age of FD optical coherence imaging, an expensive and
ulky CCD camera with a cooling system should be used to
each the shot noise limit.9 The TD optical coherence im-
ging with a compact and low-cost detection scheme can be
pplied to field applications requiring portability over high-
st sensitivity.

We implemented a fiber-based imaging system with
ingle-mode fiber, as shown in Fig. 1. The light source
lluminating the system is a superluminescent diode �Super-
um D930-HP� centered at 930 nm with �80-nm band-
idth. Two custom-designed broadband fiber couplers that

an support the large bandwidth of the light source were
mployed in the system to enable the dual-balanced detec-
ion of the interference signal.

A gold-coated retroreflector placed on a linear stage that
an scan as fast as 25 mm/s provided depth scanning of the
ample, while a second stage was employed for transversal
canning. The returning phase-modulated reference light
as recombined with the light scattered or backreflected

rom the sample at the 80/20 fiber coupler. While a part of
he recombined light was directed to one of the two InGaAs
hotodiodes in the dual-balanced photoreceiver �Nirvana
odel 2017�, the rest returned to the 50/50 fiber coupler,
here it was split to reach the other photodiode. The dual-
alanced detection technique was chosen to eliminate in-
ensity noise of the light source. A detection electronics that
erves to filter out-of-band noise components in the signal
etected by the dual-balanced photoreceiver and to perform
emodulation follows the dual-balanced photoreceiver. The
ignal generated with the system shown in Fig. 1 was phase
odulated at 38.5 kHz.

ig. 1 Schematic of the TD optical coherence imaging system
mplemented with dual-balanced detection. Superluminescent Diode

SLD�, Fiber coupler �FC�, piezoelectric phase modulator �PM�.
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We designed and implemented custom electronics com-
prising a bandpass filter followed by a demodulating loga-
rithmic amplifier, a low pass filter, and a single-ended-to-
differential amplifier in cascaded configuration. The
bandpass filter is a 4th order Butterworth bandpass filter
with two cascaded universal active filters �Burr Brown
UAF42� that implement a Kerwin-Huelsman-Newcomb
�KHN� biquad topology. The UAF42 filters operate in the
frequency range between 0 to 100 kHz and can be config-
ured to realize Butterworth, Chebyshev, and Bessel filter
types. The center frequency of the filter was set to
38.5 kHz, with a 1.5-kHz bandwidth that can cover a signal
bandwidth set by a scanning speed of up to 7.5 mm/s. The
demodulating logarithmic amplifier is also an integrated
circuit �Analog Devices AD606�. The output of a logarith-
mic amplifier is the logarithm of the input signal’s
envelope,10 but with characteristic rectifier-type ripples that
need to be removed with low pass filtering. Thus a low pass
filter stage was implemented with additional UAF42s with
cutoff frequency of 20 kHz. At the final stage, additional
conversion gain was added by a single-ended-to-differential
amplifier �Analog Devices AD8138�. In Fig. 2, we show the
input waveform �Vin� together with output waveforms with
and without the low pass filtering stage �Vo1 and Vo2� after
the logarithmic amplifier.

The conversion formula for the detection electron-
ics system was obtained to be Vout
=0.7172· log10�Vin /0.000112�, where Vin is the amplitude
of the modulated input signal and Vout is the output of the
detection electronics. The circuit was implemented on a
small four-layer printed circuit board with the size of
8 cm�10 cm.

To quantify the sensitivity of the imaging system when
the new detection electronics was employed, we used an
OD1.2 filter followed by a mirror in the sample arm of the
setup shown in Fig. 1. The controlled attenuation provided
the information that the signal peaked at −24.72 dB reflec-
tivity as the sample arm beam passed twice through the
OD1.2 filter. Figure 3�a� shows the recorded signal. We
also scanned the same sample configuration using a lock-in
amplifier �Stanford Research SR830� for comparison with
our compact detection circuit. Figure 3�b� shows the signal
recorded with the lock-in amplifier. The time constant of

Fig. 2 Input Vin and corresponding output waveforms after the de-
signed demodulator when the low-pass filter after logarithmic ampli-
fier is switched off �V � and switched on �V �.
o1 o2 t
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he lock-in amplifier was set to 100 �s, which corresponds
o a 1.59-kHz low pass filter bandwidth that is equivalent to
he bandwidth of the designed detection electronics.

The sensitivity S of the imaging system is given by

= 20 · log10�Vp/�n� + 24.72, �1�

here Vp is the peak voltage of the signal and �n is the
tandard deviation of the signal noise floor. The system
ensitivity we obtained with the custom-designed detection
lectronics was 87.8 dB, compared to 88.8 dB with the
ock-in amplifier.

Figure 4�a� presents the 500 �m�640 �m image of a
resh onion recorded with the designed detection electron-
cs. In Fig. 4�b�, we show the onion image when a lock-in
mplifier is used. The implemented imaging system pro-
ides 5-�m axial resolution in air. Due to the nature of the
ogarithmic amplifier, the images obtained with the custom
esigned demodulator are in log-scale. However, the output
f the lock-in amplifier is in linear scale, and therefore such
mages were converted to log-scale after data acquisition.
he images are 8 bit. No image averaging or image pro-
essing methods were applied. The polygonal structure of
he onion sample is clearly visible in both images.

In this letter, we analyze the signal processing stage in
ptical coherence imaging systems. While the optics of the
maging system set the limits for performance characteris-
ics such as axial and lateral resolution, the sensitivity of
he system depends on the detection electronics. We dem-

ig. 3 Signals recorded using �a� custom-designed logarithmic
mplifier-based detection electronics and �b� lock-in amplifier.

ig. 4 Images of fresh-onion sample �500 �m�640 �m� recorded
ith �a� custom-designed logarithmic amplifier-based detection elec-
ronics and �b� lock-in amplifier.
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onstrate the feasibility of a compact and low-cost detection
electronics implemented by a few integrated circuits �ICs�
that filter, demodulate, and amplify the signal. While com-
mercial lock-in amplifiers have the advantage of being tun-
able over a wide range of frequencies, which has value for
optimization across various applications �e.g., real-time in
vivo biomedical imaging versus in vitro biological imag-
ing�, the detection electronics we designed is targeted to
operate purposely at fixed modulation frequency and signal
bandwidth for in vitro or in-the-field biological imaging to
achieve a compact and low-cost solution for portable imag-
ing units. We demonstrate that the portable unit provides an
equivalent performance to the lock-in amplifier.
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